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§45.69

Sheer Summation

Aft Sheer+/—

Fwd Sheer+/—
Net Sheer+/—
Mean: Net—2

(a) In vessels having no enclosed su-
perstructure from 0.1 L abaft amidships
to 0.1 L forward of amidships, no de-
crease is allowed.

(b) In vessels having enclosed super-
structures amidships less than 0.1 L be-
fore and abaft amidships, the decrease
must be reduced by linear interpola-
tion.

(c) If excess sheer exists in the for-
ward half, and the after half is at least
75 percent of standard sheer, the full
decrease is allowed. If the after sheer is
between 50 percent and 75 percent of
standard sheer an intermediate de-
crease, determined by linear interpola-
tion, is allowed for the excess sheer for-
ward. If the after sheer is 50 percent of
standard or less, no decrease is allowed
for the excess sheer forward.

(d) Where an enclosed poop or fore-
castle is of standard height with great-
er sheer than that of the freeboard
deck, or is greater than standard
height, an addition to the sheer of the
freeboard deck may be made using the
following formula:

S=vL'/3L

Where s=sheer credit, to be deducted from
the deficiency or added to the excess of
sheer.

v=difference between actual and standard
height of superstructure at the end ordinate.

L'=mean enclosed length of poop or fore-
castle up to a maximum length of 0.5 L.

The superstructure deck must not be
less than standard height above this
curve at any point. This curve must be
used in determining the sheer profile
for forward and after halves of the ves-
sel.

(e) The maximum decreased for ex-
cess sheer must be no more than 1%
inches per 100 feet of length.

(f) Where the deck of an enclosed su-
perstructure has at least the same
sheer as the exposed freeboard deck,
the sheer of the enclosed portion of the
freeboard deck cannot be taken into
account.

81

Excess/Deficiency

8§45.67 Sheer measurement.

(a) The sheer is measured from the
freeboard deck at side to a line of ref-
erence drawn parallel to the keel
through the sheer line at amidships;

(b) In ships designed with a rake of
keel or designed to trim by the stern,
the sheer must be measured in ref-
erence to a line drawn through the
sheer line at amidships parallel to the
design load waterline.

(©) In flush deck ships and in ships
with detached superstructures, the
sheer must be measured at the
freeboard deck.

(d) In ships with a step or break in
the topsides, the sheer must be meas-
ured from the equivalent depth amid-
ships.

(e) In vessels with a superstructure of
standard height that extends over the
whole length of the freeboard deck, the
sheer must be measured on the super-
structure deck. Where the height of su-
perstructure exceeds the standard, the
least difference (Z) between the actual
and standard heights must be added to
each end ordinate. Similarly, the inter-
mediate ordinates at distance of % L
and s L from each perpendicular must
be increased by 0.444 Z and 0.111 Z re-
spectively.

§45.69 Correction for bow height.

(@) The minimum summer freeboard
of all manned vessels must be increased
by the same amount in inches as any
deficiency which may be shown by the
following formulas:

(1) For vessels having a length of not
less than 79 feet and not greater than
550 feet,

0.593 L (1.0-L/1640) inches—actual bow height

(2) For vessels having a length great-
er than 550 feet,

(341.6—0.227 L) inches—actual bow height

(b) Where the bow height is obtained
by sheer, the sheer must extend for at
least 15 percent of the length of the
vessel measured from the forward per-
pendicular.
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